SMA 50 Ohm

Straight Crimp Type Bulkhead Jack -

CUSTOMER DRAWINGS AVAILABLE UPON REQUEST

Captivated Contact

Svra

- -
CABLE VSWR & GOLD NICKEL
TYPE FREQ. RANGE PLATED PLATED Mounting hole layout
RG-161/U, 174,188, 316 1.15+ .02 f (GHz) 0-12.4 GHz 142-0303-401 | 142-0303-406 % 258 (6.55)
Y /00 V000

CONMECTOR BODY

COUPLING NUT CRIMP STEM BULKHEAD

CRIMP SLEEVE INSULATOR

- a1 CABLE GROUP PART NUMBER CRIMP HEX
RG-316/u, 161, 142-0303-401  .12S.e.71923.4555 36¢

bnnector parts. (6 piece parts - except bulkhead)
e to dimensions shown. Do not nick braid or cen-
ter conductor. Awire stripper of correct size is recommended
for this step. Twist stranded center conductor into tight

RG-178, R(}EW(S1 CABLE GROUP

49 SERIES) bundle and tin (optional). Slide crimp sleeve, nut and heat
CENTER CONTACT shrink tubing (as applicable) onto cable as shown.

(Cl:': IS SoLOER HOLE 3. Flare braid and slide cable into crimp stem. Place rear insu-
lator and center contact over center conductor and position
INSULATOR as shown for different cable sizes. Solder center conductor
RG-58, RG-142 CABLE GRQUP to contact through the solder hole. Solder must not be al-
(142 SERES) CHME ST lowed to gather and run on outside of contact. Use a mini-
— KSR mum amoun_t of solder for a good joint. .020 (0.51) diam-

5: KRR eter solder is recommended.
— teletetels ) 4. Arrange braid uniformly around crimp stem. Slide crimp
sleeve over braid and crimp securely using recommended
CONNECTOR BODY crimp tool. Slide center contact assembly into connector
body. Thread coupling nut onto body and tighten to 10 in.-
CRIMP Ib. torque. Slide heat shrink forward and shrink (as appli-

cable).




ELECTRICAL RATINGS

Impedance: 50 ohms
Frequency Range:

DUMMY [0AAS ...t 0-2 GHz

Flexible cable cONNECtOrs ...........ccceoeeiiiininiiccecee 0-12.4 GHz

Uncabled receptacles, RA semi-rigid and adapters ........... 0-18.0 GHz

Straight semi-rigid cable connectors and

field replaceable CONNECEOrS ...........ccccvvvevieiviciceecee 0-26.5 GHz
VSWR: (f = GHz) Straight Right Angle

Cabled Connectors ~ Cabled Connectors

RG-178 cable ........cccocvvereecicrcnnes 1.20 + .025f 1.20 + .03f
RG-316, LMR-100 cable .............. 1.15 + .02f 1.15 +.03f
RG-58, LMR-195 cable ................ 1.15 +.01f 1.15 +.02f
RG-142 cable .......cccovvvvevcine 1.15 +.01f 1.15 + .02f
LMR-200, LMR-240 cable............. 1.10 + .03f 1.10 + .06f
.086 semi-rigid ........cccoevueerernnnnns 1.07 +.008f 1.18 +.015f
.141 semi-rigid (w/contact) .......... 1.05 +.008f 1.15 + .015f
.141 semi-rigid (w/o contact)...... 1.035 + .005f
Jack-bulkhead jack adapter and plug-plug adapter ................. 1.05 + .01f
Jack-jack adapter and plug-jack adapter ..........ccccoeevnenenne 1.05 + .005f

Uncabled receptacles, dummy loads ....
Field replaceable (see page 89) ........coccceovvmeevisvcciiiiccieieci
Working Voltage: (Vrms maximum)?

Connectors for Cable Type Sea Level 70K Feet

RG1T78 e 170 45

RG-316; LMR-100, 195, 200 .......cccovnvrereirerieeeeeeens 250 65

RG-58, RG-142, LMR-240, .086 semi-rigid,

uncabled receptacles, .141 semi-rigid w/o contact ... 335 85

.141 semi-rigid with contact and adapters 125

DUMMY 10AAS ..o N/A
Dielectric Withstanding Voltage: (VRMS minimum at sea level)?

Connectors for RG-178 .......oovoeiieeeeceee s 500

Connectors for RG-316; LMR-100, 195, 200 .......ccecoovevvveieeieeneee 750

Connectors for RG-58, RG-142, LMR-240, .086 semi-rigid,

field replaceable, uncabled receptacles ............cocevvvevieeriennnee. 1000

Connectors for .141 semi-rigid with contact and adapters ............ 1500

Connectors for .141 semi-rigid w/o contact, dummy loads............... N/A
Corona Level: (Volts minimum at 70,000 feet)®

Connectors for RG-178 ..o 125

Connectors for RG-316; LMR-100, 195, 200 .......ccocoovvevveeeieeeene 190

Connectors for RG-58, RG-142, LMR-240, 086 semi-rigid,

uncabled receptacles, .141 semi-rigid w/o contact............c.cccecerenne 250

Connectors for .141 semi-rigid with contact and adapters .............. 375

DUMMY [0AAS ..o N/A

Insertion Loss: (dB maximum)
Straight flexible cable connectors

and adapters ........cc.ceeveene 0.06
Right angle flexible cable
CONNECHONS ...coeeveeiiieieiene 0.15

Straight semi-rigid cable
connectors with contact ..... 0.03
Right angle semi-rigid cable
CoONNECtOrs ........ccceevvveuneee. 0.05
Straight semi-rigid cable
connectors w/o contact ...... 0.03

INCHES (MILLIMETERS)
CUSTOMER DRAWINGS AVAILABLE UPON REQUEST

f (GHz), tested at 6 GHz
f (GHz), tested at 6 GHz
f (GHz), tested at 10 GHz
f (GHz), tested at 10 GHz

f (GHz), tested



SMA - 50 Ohm Connectors

Specifications

INCHES (MILLIMETERS)
CUSTOMER DRAWINGS AVAILABLE UPON REQUEST

MATERIAL SPECIFICATIONS

Bodies: Brass per QQ-B-626, gold plated* per MIL-G-45204 .00001" min. or nickel plated per QQ-N-290
Contacts: Male - brass per QQ-B-626, gold plated per MIL-G-45204 .00003" min.
Female - beryllium copper per QQ-C-530, gold plated per MIL-G-45204 .00003" min.
Nut Retention Spring: Beryllium copper per QQ-C-533. Unplated
Insulators: PTFE fluorocarbon per ASTM D 1710 and ASTM D 1457 or Tefzel per ASTM D 3159 or PFA 340 per ASTM
Expansion Caps: Brass per QQ-B-613, gold plated per MIL-G-45204 .00001" min. or nickel plated per QQ-N-290
Crimp Sleeves: Copper per WW-T-799 or brass per QQ-B-613, gold plated per MIL-G-45204 .00001" min. or nickel plated per QQ-N-290

Mounting Hardware: Brass per QQ-B-626 or QQ-B-613, gold plated per MIL-G-45204 .00001" min. or nickel plated per QQ-N-290
Seal Rings: Silicone rubber per ZZ-R-765

EMI Gaskets: Conductive silicone rubber per MIL-G-83528, Type M

* All gold plated parts include a .00005" min. nickel underplate barrier layer.

Mating Engagement for SMA Series per MIL-C-39012
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NOTES

1. ID OF CONTACT TO MEET VSWR, CONTACT RESISTANCE AND INSERTION WITHDRAWAL FORCES
WHEN MATED WITH DIA .0355-.0370 MALE PIN.
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